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OVERSEA LIGHTING & ELECTRIC (M) SDN BHD
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Protection
Input Voltage
Material

Diffuser
Gasket

: IP65
: AC240V
: Body Made of Cast Aluminium
  with Treatment of Corrosion
  Protection and UV-Proof
  Powder Coating
: Clear Tempered Glass
: Made of Thermostable Silica
  Gel to Improve Protection Class

Protection
Input Voltage
Material

Diffuser
Gasket

: IP65
: AC240V
: Body Made of Cast Aluminium
  with Treatment of Corrosion
  Protection and UV-Proof
  Powder Coating
: Clear Tempered Glass
: Made of Thermostable Silica
  Gel to Improve Protection Class

OLE DHK 9231
Power LED 3W 
CCT 3000K

Carton 390x390x245mm
(18 pcs per carton-23kg/carton)

OLE DHK 9232
Power LED 5.6W 
CCT 3000K

Carton 390x390x290mm
(8 pcs per carton-17.5kg/carton)
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LED RECESSED STEP LIGHT.  OLE DHK
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Protection
Input Voltage
Material

Diffuser
Gasket

: IP65
: AC240V
: Body Made of Cast Aluminium
  with Treatment of Corrosion
  Protection and UV-Proof
  Powder Coating
: Clear Tempered Glass
: Made of Thermostable Silica
  Gel to Improve Protection Class

Protection
Input Voltage
Material

Diffuser
Gasket

: IP65
: AC240V
: Body Made of Cast Aluminium
  with Treatment of Corrosion
  Protection and UV-Proof
  Powder Coating
: Clear Tempered Glass
: Made of Thermostable Silica
  Gel to Improve Protection Class

OLE DHK 9233
Power LED 3W 
CCT 3000K

Carton 390x390x245mm
(16 pcs per carton-15kg/carton)

OLE DHK 9234
Power LED 3W 
CCT 3000K

Carton 390x390x245mm
(16 pcs per carton-15kg/carton)


