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Champion is a professional high power

beam optics.

Various Light Optics

15° 30° 60° 90° T2

OLE CHAMPION
Highmast | Sports | Arena & Stadium Lighting
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IK09
IK Rating

>70
CRI

3000-
6500KIP66

IP Protection
Made in

SIRIM
CCT

220V~
240V

I t Voltage

BUATAN MALAYSIA
MADE IN MALAYSIA
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New Design Unique Features

MaterialFeatures
Casing 

Cover
Bracket
Dimming

  Powder-Coated Finishing
: 5mm Tempered Glass
: Mild Steel / Stainless Steel (Optional)
: 
 

CRI
Power Factor
THD
IP Protection

: -25°C ~ 50°C 
: -25°C ~ 80°C

: IP66 Optical Compartment

Excellent Heatsink

Flexible & Adjustable

Gear
Compartment

Aiming Device

LED Module

High
Luminosity

professional level lighting 
effects.

High Performance LED 

Designed to emit a 

entire sports field or 

enhances heat dissipation 

life span

270° on the bracket.

IP67 driver with IP68 
connector
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30M-45M Stadium Mast Pole
Arena & Stadium Lighting

OLE Champion
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6M-15M Floodlight Pole
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Sports Lighting

OLE Champion



Highmast Lighting

OLE Champion
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20M-40M Highmast
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OLE Champion

*  Flux data based on Ta = 25°C,  CCT & Lumen +-10%

Specifications

Dimensions - Standard Module
OLE C400 OLE C800

Carton Size: (L)600x(W)460x(H)180 Carton Size: (L)790x(W)600x(H)180

377

300

392

65
1

88
60

5
377

300

93

30
0

34
9

OLE C1200 OLE C1500
Carton Size: (L)1100x(W)600x(H)180 Carton Size: (L)910x(W)810x(H)180
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Carton Size: (L)910x(W)1290x(H)180
605

97
4

92
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OLE C1800

OLE C400

Model No.

OLE C800
OLE C800-AD

OLE C1200
OLE C1200-AD

400W

Power

800W

1200W

1.73A

3.48A

5.00A

Input current Weight
3000K
4000K
5700K
6500K
3000K
4000K
5700K
6500K
3000K
4000K
5700K
6500K

CCT
130 lm/W
136 lm/W
133 lm/W
132 lm/W
130 lm/W
136 lm/W
133 lm/W
132 lm/W
130 lm/W
136 lm/W
133 lm/W
132 lm/W

52000 lm
54400 lm
53200 lm
52800 lm

104000 lm
108800 lm
106400 lm
105600 lm
156000 lm
163200 lm
159600 lm
158400 lm

OLE C1500
OLE C1500-AD 1500W 6.51A

3000K
4000K
5700K
6500K

130 lm/W
136 lm/W
133 lm/W
132 lm/W

195000 lm
204000 lm
199500 lm
198000 lm

OLE C1800
OLE C1800-AD 1800W 7.83A

3000K
4000K
5700K
6500K

130 lm/W
136 lm/W
133 lm/W
132 lm/W

234000 lm
244800 lm
239400 lm
227600 lm

Lumen

Fitting:10kg / Driver:2kg

Fitting:18kg / Driver:5kg
Fitting:17kg / Driver:5kg

Fitting:27kg / Driver:5kg
Fitting:23kg / Driver:5kg

Fitting:35kg / Driver:9kg
Fitting:31kg / Driver:9kg

Fitting:48kg / Driver:11kg
Fitting:42kg / Driver:11kg



Advantages

across the entire sports area.

Advanced optics with 15°, 30°, 60°, 90°, T2 lens allow for precise focusing and 
direction of light to eliminate glare with the option to add or combine a louver, full glare shield or half glare 
shield to achieve optimal coverage.

Allow for adjustable light output with 270° on single lamp and also adjustment on 
bracket, available customization for different sports and events.

Utilizing advanced performance LED to deliver high brightness while minimizing 

weather scenarios.

indoor & outdoor sports such as football fields, swimming pools, tennis courts etc, and also used for 
stadium lighting.
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OLE Champion
Dimensions - Adjustable Module

OLE C800-AD OLE C1200-AD
Carton Size: (L)790x(W)700x(H)180 Carton Size: (L)1100x(W)700x(H)180

OLE C1500-AD OLE C1800-AD
Carton Size: (L)1000x(W)810x(H)180
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OLE Champion

OLE C400 OLE C800 OLE C1200 OLE C1500 OLE C1800

OLE C800-AD OLE C1200-AD OLE C1500-AD OLE C1800-AD

Optional to add Louver

Optional for Adjustable Angle

OLE C1500

Angle

OLE C800 AD OLE C1800 AD
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Certificates
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No Lesen   : PC005073
Licence No :

SCHEDULE
OVERSEA LIGHTING & ELECTRIC (M) SDN. BHD.

SIRIM QAS International Sdn. Bhd.
( No. Syarikat 199601037981( 410334- X) )

1, Persiaran Dato' Menteri
Seksyen 2, Pet i Surat 7035

40700 Shah Alam
Selangor Darul Ehsan

 MALAYSIA.

Tarikh Mula Pensijilan

Certified Since

Sah Sehingga 

Valid Until

: 27 April 2020 

: 27 April 2025

Tarikh Dikeluarkan 

Issue Date

No Siri 

Serial No

: 23 April 2024 

: 097183

Tel :  603- 5544 6000
Em el :  cserv iceqas@sirim .m y

Lesen ini dianugerahkan tertakluk kepada syarat-syarat Perjanjian Pensijilan Barangan SIRIM QAS International Sdn. Bhd.
This Licence is granted subject to the provisions of the Product Certification Agreement of SIRIM QAS International Sdn. Bhd.

https: / / w w w .sirim - qas.com .m y
https: / / w w w .m alaysiancert if ied.com .m y

Page 6 of 6

Trade Mark :OLE Luminaires
Model :OLE CHAMPION C900W
Rating :220-240V~, 50/60Hz, 900W, IP66

Trade Mark :OLE Luminaires
Model :OLE CHAMPION C1200W
Rating :220-240V~, 50/60Hz, 1200W, IP66

End of page
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©Oversea Lighting & Electric (M) Sdn Bhd reserves the right to make changes in specifications and/or to discontinue
any product at anytime without notice or obligation and will not be liable for any consequences resulting from the

use of this publication.

OVERSEA LIGHTING & ELECTRIC (M) SDN. BHD. (272782-K)

LED Factory

Pole Factory

Lot 6595, Jalan KPB12B, Kawasan Industri Kampung Baru Balakong, 
43300 Seri Kembangan, Selangor Darul Ehsan, Malaysia.

Tel: +603-8964 1878, 8964 1888, 8964 1899
Fax: +603-8964 1868

Email: info@oversealighting.com, sales@oversealighting.com
Web: www.oversealighting.com

PT3481 (Lot996), Jalan Sg. Lalang Batu 22 1/2,
43500 Semenyih, Selangor, Malaysia.


